
IM-RC200 / V 1.0 / 92403

R/c UNDERCAR LIGHTING KIT

Instruction Guide

This kit includes:

1) Driver with 9 volt battery connector
2) 2 - 3.5" lightbars
3) 2 - 5.5" lightbars
4) Mounting tape

Parts required:

1) 9 Volt battery

Step 1: Mounting the Lightbars to the Body
INSTALLATION:

Apply the black foam mounting tape to the side of each lightbar.  Install the 
5.5" lightbars on each side of the body with the bottom of the lightbar 
approximately 1/2" from the bottom of the body.  Install the 3.5" lightbars at 
the front and rear at the same distance from the bottom of the body.

Foam tape
(Step1 continued)

Remember that the 
clear lens faces the 
ground and the 
foam tape goes in 
between
the inside of the 
body and the 
lightbar fixture.
Repeat for each 
lightbar.
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Step 2: Wiring the Lightbars to the Driver

Step 3: Mounting the Driver and Battery

It is recommended that you mount the driver and battery inside the body 
up against the roof.  In most cases this is where there is the most available 
space that will not conflict with existing mechanisms or components.
Be sure that the selected location will still allow the body to be remounted.
Using the provided double stick tape, mount the driver and battery.

This product is warranted from manufacturing defect only. 
This warranty is valid for 1 year from the date of purchase. 
This warranty does not apply to damage caused by user 
installations or normal wear and tear. VARAD Corporation 
does not warrant against damage to any surface due to 
removing or applying this product. Please follow instructions 
and warnings carefully. 

LIMITED WARRANTYYou will notice that all lightbar to driver connections are connectorized and 
will only install one way.  Match each lightbar connector to the 
corresponding connector on the driver.  Repeat for each lightbar.

IMPORTANT!!! Be sure to tape any lose wires between the lightbars and the driver to the 
inside of the body with electrical tape.  This will prevent the wires from getting tangled up 
in any moving parts such as the wheels.

For further details and information regarding this product please refer 
to our websites at www.varad.com or www.rcneon.comOperation: approximately 2 hours of constant use, per 9 volt battery
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